
Items of standard equipment and speci�cations may vary by country or area.

Phụ kiện kèm theo :
DGA406: wheel cover 100ak ass'y 
(125885-4),
grinding wheel 100x6x16 (A-80852),
grip 36 complete (158237-4),
lock nut wrench 20 (782420-7). 

DGA506: toolless wheelcover 125ak 
assy (123145-8),
grinding wheel 125 WA36N (A-80656),
grip 36 complete (158237-4),
lock nut wrench 35 (782423-1).

DGA408: wheel cover 100ak ass'y (125885-4),
grinding wheel 100x6x16(A-80852), 
grip 36 complete (158237-4),
lock nut wrench 20  (782420-7),
 �exible grinding wheel100x4.0 (B-52392).

DGA508: toolless wheelcover 125ak assy 
(123145-8),
grinding wheel 125 WA36N (A-80656), 
grip 36 complete (158237-4),
lock nut wrench 35 (782423-1).

Cordless Angle Grinder

100mm
8,500
362x117x146mm 
BL1850B : 2.5kg
BL1815N : 2.2k
DGA406RTE: 2 battery BL1850B set,
DC18RC fast charger
DGA406Z: No battery, charger

DGA406
Slide switch Paddle switch

125mm
8,500
362x140x151mm
BL1850B : 2.6kg
BL1815N : 2.3kg
DGA506RTE:  2 battery BL1850B set,
DC18RC fast charger
DGA506Z: No battery, charger

DGA506
100mm
8,500
362x117x146mm 
BL1850B : 2.5kg
BL1815N : 2.2kg
DGA408RTJ1:  2 battery BL1850B set,
DC18RC fast charger
(connector plastic case (type3)(821551-8))
DGA408ZX1: No battery, charger

DGA408
125mm
8,500
362x140x151mm
BL1850B : 2.6kg
BL1815N : 2.4kg
DGA508RTE: 2 battery BL1850B set,
DC18RC fast charger
DGA508Z: No battery, charger

DGA508

Carrying Case

Carrying Case
(With RTE, 
RTJ1, ZX1)

Brake

DGA406/  DGA408 100mm                             DGA506/ DGA508 125mm

Lô 36 - 38 đường B6, Khu đô thị Vĩnh Điềm Trung, Xã Vĩnh Ngọc, TP. Nha Trang, T. Khánh Hòa
0258 220 0039

weight according to EPTA-Procedure 01/ver.2.1

Wheel diameter
No load speed (rpm)
Dimensions
(L x W x H)
Net weight

1sec

Accessory
Dust collecting wheel guard
 (For DGA506, DGA508)

Part No. 196845-3
 Part No. vary by country or area

0.5s 1.5s

Depressed center wheel,
Diamond wheel

Abrasive cut-o� wheel

1s

DGA508 1s

1.5s

0.7s

0.7s

Competitor “M”

DGA508

Competitor “M”

Brushless DC Motor

time

Kick-Back

Sudden reduction of 
rotational speed

Note: The function of AFT is 
not to prevent the occurrance 
of kickback.

Active Feedback sensing Technology 

Shuts down the tool to protect the user, if the 
rotation speed suddenly slows down (e.g., kick-back).

Auto-Stop

Smart function to minimize the 
danger of kick-back

BL1850B: 5.0Ah
BL1860B: 6.0Ah

Fast Charger DC18RC

The motor does not start up if battery is inserted with the 
switch slid to "on".

Charger DC18SD
BL1850B

BL1840B: 4.0Ah

BL1830B: 3.0Ah
BL1820B: 2.0Ah
*BL1815N: 1.5Ah

(*without Battery fuel gauge)

Power by 18V 
Li-ion battery

Charger

with Battery fuel gauge

Automatic torque Drive Technology

Automatically changes the cutting 
speed according to load condition 
for an optimum operation

Equipped with automatic 
speed control

Sp
ee

d
Fa

st Automatic speed control

High

On light duty:
High-speed rotation mode

On heavy duty:
High torque mode

Torque(lode)

Electronic brake 
braking time (With diamond wheel)

Anti-restart function 



Cordless Angle Grinder
DGA406 / DGA506   Slide switch

DGA408  / DGA508  Paddle switch

100mm (4”) / 125mm (5”)

Satisfy Professional's Needs

Slide switch
DGA406  / DGA506

Paddle switch
DGA408 / GA508

with Electric Brake and 

Active Feedback sensing Technology 

Advanced User Protection

Automatic torque Drive Technology

as powerful as AC model
Brushless DC Motor

+


