
HP330D 10mm (3/8”)

Satisfy Professional's Needs

Cordless Hammer Driver Drill

Extra Lightweight Comfort



Standard Equipment : 

PRINTED IN JAPAN BC-AE

Makita Corporation
3-11-8 Sumiyoshi-cho, Anjo, Aichi, 446-8502 Japan

Charger, Battery Cartridge, Phillips Bit, Holster

Capacity

Impacts per minute (ipm)

No load speed (rpm)

Max. fastening torque
Dimensions (L x W x H)
Net Weight*

Steel : 10mm (3/8")
Wood : 21mm (13/16")
Masonry : 8mm (5/16")
Hi : 0-22,500
Lo : 0-6,000
Hi : 0-1,500
Lo : 0-400
Hard / Soft : 24 / 12N.m
201x53x183mm (7-7/8"x2-1/16"x7-1/4")
1.1kg (2.3lbs)

Cordless Hammer Driver Drill HP330D  10mm (3/8”)

Variable Speed

Brake

Reversing

Mechanical 2-Speed

Keyless Chuck

Torque Setting 18

Built-in Job Light

Carrying Case

Items of standard equipment and specifications may vary by country or area.*weight according to EPTA-Procedure 01/2003

Charger DC10WA

Battery BL1013
10.8V Li-ion battery
1.3Ah

approx. 50 minutes 
charging time

10.8V Drilling and Fastening Specialist

With 2-speed gear selection

10mm (3/8”) 
Single-sleeve 
keyless chuck

Holster

18 Torque Settings

Ergonomically designed 
handle with rubberized 
soft grip

Reverse switch operable 
by one handVariable speed control 

by trigger

LED job light with 
pre-glow function

FasteningHammer drilling Drilling


