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2 crossing 180° laser lines 
provides precise work. 

Satisfy Professional's Needs

Cross Line Laser  SK104Z
Line-Point Laser  SK103PZ

• Horizontal and vertical crossing lines with self-leveling 
function

• 4 points for more versatility (Only SK103PZ)
• Highly visible laser
• Compact and ergonomic design
• Pendulum lock enables slope incline application
• Water and dust proof (Protection class IP54)

SK103PZ (with Point laser)

SK104Z

SK103PZ

Measuring Range

Leveling accuracy
Self-leveling range
Laser fan angle

Number of laser points
Number of laser lines
Laser type
Tripod thread
Protection class
Net weight*
                               

Up to : 15m
with detector Up to : 60m
±3mm / 10m
4±1°
Horizontal : 180°
Vertical : 180°
4  (SK103PZonly)
2
Laser class 2 :  635nm
1/4"
IP54
0.53kg

Line-Point Laser SK103PZ 
Cross Line Laser SK104Z

*weight according to EPTA-Procedure 01/2003
Items of standard equipment and specifications may vary by country or area.

Standard Equipment 
Adapter (magnetic), Target plate, AA 1.5V batteries, Pouch 
with strap

Self-leveling combination 
cross-line/ Point laser (SK103PZ only)

Photo: SK103PZ

Photo: SK103PZ with Adapter (magnetic)


