
Satisfy Professional's Needs

259mm

Overall length

2.4kg

Net weight

Battery: BL1860B

DJV184
Cordless Jig Saw

 Cutting capacity

Wood Aluminum Steel

135mm 20mm 10 mm

Compact and Lightweight



15 min

55 min

45 min

36 min

22 min

24 min

DC18RC

30 min

130 min

110 min

90 min

60 min

45 min

DC18SD

BL1815N 1.5Ah

BL1820B 2.0Ah

BL1830B 3.0Ah

BL1840B 4.0Ah

BL1850B 5.0Ah

BL1860B 6.0Ah

Charging Time

Overall length

259mm

Standard Equipment : 

Cordless Jig Saw

Variable Speed

Brake

Constant Speed

Orbital Cutting

Bayonet Shank 
Jig Saw Blade

Dust Collection

Built-in Job Light

Carrying Case

DJV184Z
Capacity

Length of Stroke
Strokes Per Minute (SPM)
Vibration Level

Sound Pressure Level
Sound Power Level
Dimensions (L x W x H)

Net weight

Wood: 135 mm (5-5/16")
Steel: 10 mm (3/8")
Aluminum: 20 mm (25/32")
23 mm (7/8")
0 - 3,000
Cutting Boards: 7.4 m/s²
Cutting Sheet Metal: 5.1 m/s²
82 dB(A)
93 dB(A)
259 x 77 x 205 mm 
(10-1/4 x 3 x 8-1/8")
2.1 - 2.4 kg (4.6 - 5.3 lbs.)

Jigsaw blade B-50(B-06460), hex. wrench 3 (783201-2), cover plate 
(457867-1), dust nozzle (413F05-1), dust cover (458191-5)

DJV184Z: No battery, charger

Items of standard equipment and specifications may vary by country or area.
The weight may differ depending on the attachment(s), including the battery cartridge. The lightest and heaviest combination, according to EPTA-Procedure 01/2014, are shown in the table.

Variable speed 
control by dial Toolless blade clamp

located on the rear side 
for easier operation

Orbital setting lever

3 Orbital settings + 
Straight cutting

with a blade holder 
which allows for 
one-hand blade changeAccessories

Dust nozzle
Part No. 413F05-1

Guide rail

1m

3m

1.4m

1.9m

1.5m

Part No.Overall 
length

194367-7

194368-5

194925-9

199140-0

199141-8

Dust cover
Part No. 458191-5

Cover plate Dust cover

Dust nozzle

Front 
cuffs 24

Cover plate 
Part No. 457867-1

Guide rail 
adapter set
Part No.  198704-7

Anti-splitering 
device
Part No. 192557-6

Guide rule set
Part No. 192732-4

LED job light will 
turn on
[ standby mode ]

To turn on the tool, 
press the lock/ 
unlock button. 

Anti-malfunction switch

Pull the switch triggerPull the switch trigger

For continuous operation

Push the lock 
on button

Bevel range

Variable speed triggre 
switch

0 degree

45 degree 45 degree

3,000

1,400

800

1 dial2 3 4 5

No load
Slow

ON load
Fast

Strokes Per Minute [min-1]

Soft no-load speed mode
(with disabling function)

Reduces vibration and aligns blade 
with the cutting line easily.

Work amount 
on a single full battery charge

Efficiency of wood cutting

Battery: BL1860B
Test material: MDF 24 x 300mm
Max orbital action

165cutsabout

102 Triệu Nữ Vương, P. Hải Châu 2, Q. Hải Châu, TP. Đà Nẵng.
ĐT: 0236 352 5079 / 0236 352 5179    Fax: 0236 352 5479

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH ĐÀ NẴNG

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH CẦN THƠ
366 Võ Văn Kiệt, Khu Vực 5. P. An Thới, Q. Bình Thủy,
TP. Cần Thơ.
ĐT: 0292 389 4358  Fax: 0292 389 4359

1053 Đường 2 tháng 4, P. Vạn Thạnh, TP. Nha Trang, T. Khánh Hoà.
ĐT: 0258 382 3338

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH NHA TRANG

Số 12 Trịnh Văn Cấn, P. Cầu Ông Lãnh, Q. 1, TP. Hồ Chí Minh.
ĐT: 0283 821 5191

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH HỒ CHÍ MINH

CÔNG TY TNHH MAKITA VIỆT NAM Kho 4-5-6, Block 16, 18L1-2 Đường số 3, KCN VSIP II, P. Hoà Phú, TP. Thủ Dầu Một, Bình Dương
ĐT: 0274 362 8338 - Fax: 0274 362 8339 - Website: www.makita.com.vn

Kho 5, Số 1, Đường Số 6, KCN - ĐT - DV VSIP Bắc Ninh, X. Phù Chẩn,
TX. Từ Sơn, T. Bắc Ninh.
ĐT: 0222 376 5942 Fax: 0222 376 5941

CHI NHÁNH CTY TNHH MAKITA VN TAI MIỀN BẮC

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH HÀ NỘI
65 Trường Chinh, P. Phương Liệt, Q. Thanh Xuân, TP. Hà Nội.
ĐT: 0243 202 2585

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH BUÔN MA THUỘT

Số 01 Lô OH-01, Dự án Hoàng Huy Riverside, P. Thượng Lý,
Q. Hồng Bàng, TP. Hải Phòng.
ĐT: 0225 883 1529

68 Lê Đức Thọ, P. Thắng lợi, TP. Buôn Ma Thuột, T. Đắk Lắk.
ĐT: 0262 355 4556 Fax: 0262 355 4557

TRUNG TÂM DỊCH VỤ KHÁCH HÀNG
CHI NHÁNH HẢI PHÒNG
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Standard Equipment


